
I
9.2

TS1

ø24.2+0.05
0 24.2

R2.8

+0.05
0

C2

C1
NC1

NC2

28 75
R  A  S  T  E  R

!

Schaltbild

8 8

61

39
.5

2 
(3

)

36±0.1

ø23.8
44

.5
9.

53
45

23.8

27
.8

5

36±0.1

MK 28
Micro Toggle Switch 28

MK 28 R

MK 28
Fixing    welding studs M3 x 10 (faceplate fixing)
   base plate (back box fixing) 
Faceplate thickness  2 mm ... 3 mm
Connection technology    base TS1 o
    0.1 mm² ... 1.5 mm²

Switching element  2 x NC-contacts
   (mechanic positive separation,
    > 4 mm air distance)
   switching voltage = 250 V AC 
   switching current = 2.5 A

Application category   AC 14
Rated surge voltage resistance  2500 V eff.
Degree of fouling    2
Rated short circuit voltage   4 A, 3 ms
Conditional short circuit voltage  6.5 A

!  MK 28 red
! MK 28 R red
! MK 28 black
! MK 28 R black

P I T C H

neutral neutral

welding stud
M3 x 10

neutral

Marking

neutral

Dimensions

Wiring diagram

Cutout

space for cables

Please order fixing accessories separately.

Aluminium profile box
Base plate fixing

JJJ. 2. 6 / JJJ. 2. 8

Characteristics
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Rückansicht

MK 42
Micro Toggle Switch 42

Fixing    clip fixing 
Faceplate thickness  2 mm ... 3 mm
Connection technology    0.1 mm² ... 1 mm²

Switching element  2 x NC-contacts
   (mechanic positive separation,  
   > 4 mm air distance)
   switching voltage = 250 V AC 
   switching current = 2.5 A

Application category   AC 14
Rated surge voltage resistance  3000 V eff.
Degree of fouling    2
Rated short circuit voltage   4 A, 3 ms
Conditional short circuit voltage  6.5 A

!  MK 42 red
! MK 42 black

P I T C H

Marking

neutral engravingneutral

Dimensions

Rear view

Wiring diagram Cutout
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NHQ
Toggle Switch

P I T C H

Marking

neutral neutral

Example: NHQ C2

welding stud
M3 x 8

protective
cover

base plate NHQ

Fixing    welding studs M3 x 8 (faceplate fixing)
   base plate (back box fixing) + base plate NHQ
Faceplate thickness  2 mm ... 3 mm
Connection technology  screw connection up to 1.5 mm²

Switching element  NC-contact, NO-contact
   switching voltage = 380 V 
   switching current = 10 A
     (VDE 0660)
Contact distance  4 mm

NHQ C1 r   2 NO-contacts, red
NHQ C1 s   2 NO-contacts, black

NHQ C2 r   1 NC-contact/1 NO-contact, red
NHQ C2 s   1 NC-contact/1 NO-contact, black

NHQ C22 r  2 NC-contacts/2 NO-contacts, red
NHQ C22 s  2 NC-contacts/2 NO-contacts, black

Wiring diagram Dimensions

Please order fixing accessories separately.

Aluminium profile box
Base plate fixing

JJJ. 2. 6 / JJJ. 2. 8

Cutout

Characteristics

Faceplate fixing Back box fixing
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RK-ETR wg
Toggle Switch, water-protected (IP 65)

toggle actuator 
RK
IP 65

contact element
1 NC-contact/
1 NO-contact

Fixing   plastic nut
Faceplate thickness  1 mm ... 7 mm
Connection technology screw connection 2 x 2.5 mm² 

Switching element  NC-contact, NO-contact
   (positive separation according to IEC 60947-5-1,
   appendix K)

Rated voltage Ie  AC 15 A 600
   3 A/400 V
   lth: 10 A 

Rated voltage Ie  DC 13 Q 600
   0.4 A/125 V; 1 A/60 V; 2 A/24 V
   lth: 10 A

Contact assembly  1 NC-contact, 1 NO-contact

P I T C H
Wiring diagram Dimensions
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Emergency Stop

Cutout

Characteristics
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T 50  Q red   

- 10 - 00

PLASTIC

HOUSING T 50 Q/R, E 50 Q/R

T 50 Q
E 50 Q

T 50 R
E 50 R

HIGH QUALITY 
SOLID METAL

P-Cr, plastic velour chromed 

P-black, plastic velour black
Cr-p, chrome polished
Cr-m, chrome matt

HOUSING MATERIAL CODE TYPE LABEL T 50 (example)

TiN-p, TiN-coating, polished  

Cr-black-p, chrome black polished

U
pd

at
e 

T
 5

0 
Q

/R
, E

 5
0 

Q
/R

 / 
20

11
-0

2
  R

E
V

IS
IO

N
  a

Housing Toggle Switch 50, Emergency 50, square / round
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E 50  R

engraving

Plates Toggle Switch 50, Emergency 50, square / round

PLATES T 50 Q/R, E 50 Q/R

square, 45.6 mm x 45.6 mm, neutral

round, ø 45.6 mm, neutral

neutral

square, 45.6 mm x 45.6 mm
round, ø 45.6 mm 

 lasergeschwärzt

engraving

laser

Various 
JY. 1. 8 - JY. 1. 9

T 50 Q

st. steel, matt
TiN, TiN-coating
st. steel, black

TOUCH PLATE MATERIAL CODE TYPE LABEL  E 50 (example)
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T 50 R

E 50 Q E 50 R

Marking 

Marking 

square, 45.6 mm x 45.6 mm, neutral

round, ø 45.6 mm, neutral

neutral

square, 45.6 mm x 45.6 mm
round, ø 45.6 mm 

 engraving 
 (black, option: 
 colour RAL shades) 

square, 45.6 mm x 45.6 mm
round, ø 45.6 mm 

 laser-marked 

engraving

laser

Marking 

Marking 

Various 
JY. 1. 8 - JY. 1. 9

T 50 / E 50
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Markierung
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63 75
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T 50 Q / R
Toggle Switch 50, square / round

Fixing    up to 4 mm with spacer
   from 5 ... 6 mm with nut

Faceplate thickness  max. 6 mm

Connection technology   screw connection 1.5 mm²

Switching element  1 NC-contact/1 NO-contact

Rated voltage  le  AC 15 B 300
   1.5 A / 250 V
   3 A / 125 V

Rated voltage  le  DC 13 Q 300
   0.55 A / 125 V 
   1 A / 60 V 
   2 A / 24 V

T 50 R

T 50 Q 

optional water-protected IPX3 

all housing types J. 9.5 / 1
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combination housings / touch plates T 50 / E 50 

J. 9.5/1 - J. 9.5/2

Characteristics

Dimensions

CutoutWiring diagram

Rear view

neutral engraving/laser

Marking

P I T C H
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70 75
R  A  S  T  E  R

combination housings / touch plates T 50 / E 50 

J. 9.5/1 - J. 9.5/2

Fixing    recess frame via welding studs M3 x 20
   T 50 Q / R via spacer

Faceplate thickness  independent

Connection technology   screw connection 1.5 mm²

Switching element  1 NC-contact/1 NO-contact

Rated voltage  le  AC 15 B 300
   1.5 A / 250 V
   3 A / 125 V

Rated voltage  le  DC 13 Q 300
   0.55 A / 125 V
   1 A / 60 V
   2 A / 24 V

T 50 R

T 50 Q 

T 50 Q / R
Toggle Switch 50, square / round
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Characteristics

Dimensions

CutoutWiring diagram

Rear view

neutral

Marking

engraving/laser

P I T C H

welding studs 
M3 x 20

T 50
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63 75
R  A  S  T  E  R

I
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E 50 Q
Emergency Stop Switch, Emergency 50, square

optional water-protected IPX3 

all housing types J. 9.5 / 1

Fixing    up to 4 mm with spacer
   from 5 ... 6 mm with nut

Faceplate thickness  max. 6 mm

Connection technology   screw connection 1.5 mm²

Switching element  1 NC-contact/1 NO-contact

Rated voltage  le  AC 15 B 300
   1.5 A / 250 V
   3 A / 125 V

Rated voltage  le  DC 13 Q 300
   0.55 A / 125 V 
   1 A / 60 V 
   2 A / 24 V
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combination housings / touch plates T 50 / E 50  

J. 9.5/1 - J. 9.5/2
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Dimensions

CutoutWiring diagram
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Rear view
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E 50 R
Not-aus-Schalter, Emergency 50, round

Fixing    up to 4 mm with spacer
   from 5 ... 6 mm with nut

Faceplate thickness  max. 6 mm

Connection technology   screw connection 1.5 mm²

Switching element  1 NC-contact/1 NO-contact

Rated voltage  le  AC 15 B 300
   1.5 A / 250 V
   3 A / 125 V

Rated voltage  le  DC 13 Q 300
   0.55 A / 125 V 
   1 A / 60 V 
   2 A / 24 V

58 Ø
 5

0

63.6

47
.5

30

Ø 58

2
ø

 5
4.

6

4.1

ø 53
.1 
+0.0

5

    
    

    
    

0

C1

C2 NC2

NO1

22

14 13

21

U
pd

at
e 

E
 5

0 
R

 / 
20

11
-0

2
  R

E
V

IS
IO

N
  a

combination housings / touch plates T 50 / E 50  

J. 9.5/1 - J. 9.5/2
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Characteristics
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CutoutWiring diagram

Rear view
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engraving/laser

E 50
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NOT-AUS 
Emergency Stop Switch

Fixing    plastic nut
Faceplate thickness  1 mm ... 7 mm
Connection technology   screw connection 2 x 2.5 mm² 

Switching element  NC-contact, NO-contact
   (positive separation according to IEC 60947-5-1,
   appendix K)

Rated voltage le  AC 15 A 600
   3 A/400 V
   lth: 10 A 

Rated voltage le  DC 13 Q 600
   0.4 A/125 V; 1 A/60 V; 2 A/24 V
   lth: 10 A

Contact assembly  1 NC-contact, 1 NO-contact

mushroom switch
engaging 
IP 65

contact element
1 NC-contact/
1 NO-contact

DimensionsWiring diagram

Cutout

Characteristics
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